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Single Heating Pipes
Jacket Pipe Medium Pipe Bending Radius | Water Content | Heat Capacity R-Value
00/In. 00D/In. S/in. 1D/In. In. Gal/100 ft BTU/hr BTU/hv/ft/°F
H9032 3.5 1.26 0.11 1.03 9.8 434 205 7.064
H14040 5.5 1.57 0.15 1.28 13.8 6.72 307 6.868
H14050 5.5 1.97 0.18 1.61 15.7 10.53 478 6.868
H16063 6.3 248 0.23 2.02 21.7 16.71 751 6.434
H16075 6.3 2.95 0.27 242 29.5 23.85 1126 5.229
H20090 7.9 3.54 0.32 2.90 43.3 34.27 1638 5.227
H200110 7.9 4.33 0.39 3.54 47.2 51.24 2388 3.889
Double Heating Pipes
Jacket Pipe Medium Pipe Bending Radius | Water Content | Heat Capacity R-Value
0D/In. oD/In. S/n. 10/In. In. Gal/100 ft BTU/hr BTU/hr/fif°F
HD1401 5.5 0.98 0.09 0.8 13.8 5.26 1.02 7.109
HD14032 5.5 1.26 0.11 1.03 15.7 8.68 205 5.661
HD16040 6.3 1.57 0.15 1.28 23.6 13.45 307 5.468
HD16050 6.3 1.97 0.18 1.61 23.6 21.06 478 3.918
HD20063 7.9 248 0.23 2.02 47.2 3342 751 3.595

Nomenclature Diameters

ND = Nominal Diameter

ID = Internal Diameter
H9032 32 mm single insulated Pex 90 mm outer jacket OD = Outer Diameter

H14040 40 mm single insulated 1 1/4” Pex 140 mm outer jacket
H14050 50 mm single insulated 1 1/2” Pex 140 mm outer jacket
H16063 63 mm single insulated 2" Pex 160 mm outer jacket
H16075 75 mm single insulated 2 1/2" Pex 160 mm outer jacket
H20090 90 mm single insulated 3” Pex 200 mm outer jacket
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H200110 110 mm single insulated 4" Pex 200 mm outer jacket
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